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INTRODUCTION

Congratulations, the SRM9000 series equipment is an advanced mobile transceiver and microphone
using the latest DSP technology. It is designed for easy installation in today’s vehicle where space is
at a premium. SRM9000 can operate in a wide range of conventional and trunked radio systems.
Your radio consists of a SRM9000 transceiver for local or remote installation, and a SRM9030
Alphanumeric Control Head which is arranged for mounting within view and reach of the driver. A
microphone and speaker provide the audio interface. The Transceiver is software programmable
with many customisable parameters to suit your individual requirements. Ask your dealer for details
of upgrades available and a list of the ancillaries available.

WARNINGS

1. Do NOT operate your radio, without a handsfree kit, whilst driving a vehicle.

2. Do NOT operate your radio in an explosive atmosphere. Obey the 'Turn Off Two-way
Radios' signs where these are posted, e.g. on a petrol station forecourt.

3. Do NOT touch the antenna while the radio is transmitting.
4. Do NOT operate the radio if the antenna has become disconnected or damaged.

TMC Radio are committed to continuous improvement, for this reason, specifications of this product
may vary without prior notice.




COMMON

Switch On/Off Push to switch the radio On or Off.
Note: The radio can be programmed to switch off automatically after a
set period of inactivity.
Volume Rotate to set the volume to the required level.
Tx/Rx/Power LED Red LED illuminates when the radio is transmitting.
Note: The Microphone must be On-Hook for Handsfree operation.
PMR Radio
<> Select Channel or Scroll within a Menu.

# # Scroll between Menu Screens.
MENUS (all menus may not be programmed)
Phonebook List of Selcall IDs, press ( to send.
Status List of Status, press ( to send.
Stored Calls Missed Selcalls, press ( to send.
SETUP MENUS (press P> to access)
User Options Enable/Disable: Keybeeps, lllumination, DTMF.
Mute Adjust Adjust Mute Level.
Phonebook Edit Add/Edit/Delete Selcall Phonebook entries.
Contrast Adjust level of display contrast.
Alert Volume Adjust relative Alert Volume.
Information Radio Serial No. / Software Version, etc.
Network Change to Trunking for Dual Mode Radio.
Trunk Radio

<> Select Phonebook ID or Scroll within a Menu.

# # Scroll between Menu Screens.
MENUS (all menus may not be programmed)
Phonebook List of Phonebook IDs, press ( to send.
Status List of Status, press ( to send.
Stored Calls Missed Voice/Data Messages, press ( to call back.
Call Types Voice/Emergency/Include, etc, press ( to send.
Recall Last 8 placed calls, press ( to re-send.
SETUP MENUS (press P> to access)
User Options Enable/Disable: Keybeeps, lllumination, DTMF.
Groups View Group Memberships
Phonebook Edit Add/Edit/Delete Selcall Phonebook entries.
Contrast Adjust level of display contrast.
Alert Volume Adjust relative Alert Volume.
Information Radio Serial No. / Software Version, Trunk ID, etc.
Network Change to Trunk Network 1/2 or to PMR Mode.

Consult the main User Guide, TNM-U-E-0003 (PMR) or TNM-U-E-0004 (Trunk), for
a more detailed description of operation and details of the display symbols.




